


Il Portone Scorrevole
Snake & progettato per
essere installato in garage
con l'altezza solaio ridotta.
La semplicita della
costruzione consente una
facilita d'installazione uso e
manutenzione, non
necessitando di gruppi di
bilanciamento.

Lo scorrimento risulta
agevole e sicuro, grazie al
sistema ammortizzato
(brevettato) utilizzato per
i carrelli inferiori. Detto
sistema consente lo
scorrimento del portone
anche in situazioni di
minime pendenze del
pavimento o del solaio.

Il portone Snake si avvale
della innovativa tecnologia
SFEROX (brevettata) per
pannelli ed accessori di
porte sezionali.

Una speciale guarnizione
(di serie) montata sula lato
interno dell'articolazione,
elimina il rischio di
pizzicamento delle dita in
fase di movimento
dell'anta.
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Sistema
di scorrimento
ammortizzato

Brevettato

absorbing sliding
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The Snake sliding door is
designed to be installed
in low-ceiling garages.
Its simple design allows

easy installation, use and
maintenance making
balancing groups

unnecessary.

Sliding results to be
smooth and safe due to
the patented shock

absorbing buffer system
mounted on the bottom
cart. This systems allows
the door to slide despite
light sloping of either
floor or ceiling.

The Snake door uses the
advanced SFEROX
technology for sectional
door panel and accessory
construction.

A special sealing
mounted inside the panel
juncture avoids
fingerpinching while
moving the door.





